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protective garment for firefighters:      GoodPRO HR2 FireFly A / B   PPE - category III 
 
 

 

 

Manufacturer: GoodPRO, s.r.o., Dukelska 1247, 334 01 Prestice, Czech Republic, www.goodpro.cz 

 

Material: 

 

Description: 

Version A is treated with double aluminized layer Dual Mirror which provides high resistance against radiant heat. The garment is 

produced in the following versions: 

 

Coat – a double closure – metal zipper and Velcro, an expanded portion to encompass self-contained breathing apparatus, high 

adjustable collar, sleeves with cuffs, the bottom edge of the coat has a rubber hem. 

Coat with the hood – both parts are sewn together to provide a superior protection. The hood is equipped with gold reflective glass 

visor with a special anti-fog treatment. It has a double closure – metal zipper and Velcro – which finishes inside the hood and 

enables a safe and comfortable way how to put on and remove the garment. The sleeves are with cuffs, the bottom edge of the coat 

has a rubber hem. There is also an expanded portion to encompass self-contained breathing apparatus. 

Hood - equipped with gold reflective glass visor with a special anti-fog treatment, the underarm straps enable to tie and fix the hood 

to the wearer. 

Trousers – adjustable braces, adjustable waistband, the lower part of trouser legs is equipped with a zipper which enable a 

comfortable way how to put on the trousers – it is not necessary to take off shoes. 

Overall with hood – the coverall and the hood are sewn together to provide a superior protection. The hood is equipped with gold 

reflective glass visor with a special anti-fog treatment. It has a double closure – metal zipper and Velcro – which finishes inside the 

hood in the upper part and in the bottom part it stretches down to the area of knees – it enables a safe and comfortable way how to 

put on and remove the garment. The sleeves are with cuffs. The coverall is produced with an expanded portion to encompass self-

contained breathing apparatus. 

Cover for shoes – a special steel insert in the area of instep, adjustable straps ensures the proper fixation of the gaiters. 

Special shoes - double back closure, universal size, adjustable straps for the tight fitting, rubber silicone soles (heat resistant) 

Gloves – 5-finger waterproof gloves with membrane with cuff. The palm is made of the knitted fabric (5O% Nomex and 50% Kevlar) 

with a silicone coating. 

The visor is in compliance with Standard EN 166. 

 

The garment GoodPRO HR2 FireFly is produced in universal size. In case of the version coat and hood, it is possible to adjust also the 

size – the coat is equipped with sewn-in straps in the shoulder portions to provide an optimal fit to all wearers. 

In case of the separate coat and hood version, the size can be adjusted using the underarm straps attached to the hood. 

 

Use: 

The reflective protective fire-fighter garment GoodPRO HR2 FireFly is suitable mainly for special fire fighting, fire extinguishment and 

special interventions in the most extreme conditions when the self-contained breathing apparatus is needed. 

 

Caution: 

To ensure the greatest possible protection and maintain its protective properties, the personal protective garment GoodPRO HR2 

FireFly must be worn in compliance with the manufacturer´s instructions, must be always well-fastened (all zippers and Velcro 

closures) and complete. 

 

Test: 

 

The used fabrics have been tested for: flammability, flame heat permeability, radiant heat permeability, contact heat permeability 

and heat resistance. The results of the tests show that all the tested fabrics are all in compliance with the required standards. 
 

Variant: A B 

Outer shell 100% aramid, 290 g/m2, Dual Mirror 100% aramid, 460 g/m2, aluminised 

Lining aramid felt, aramid/viscose FR, 380 g/m2 aramid felt, aramid/viscose FR, 380 g/m2 

 

 

 

 

 

EN 1486:2007 

Test according EN 1486 : 2007 Requirements Evaluation 

Limited flame spread EN ISO 15025, method A met 

Radiant heat, 40 kW/m2 RHTI24 ≥ 120 s met 

Convection heat HTI24 ≥ 21 s met 

Contact heat , 300 °C t ≥ 15 s met 

Heat resistance, 255 °C Materials shall not melt, drip, max. shrinkage 5% met 

http://www.goodpro.cz/
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protective garment for firefighters:      GoodPRO HR2 FireFly A / B   PPE - category III 
 

 

Instructions: 

The garment provides the protection against flame and intensive radiant heat and should be worn only for a short period of time just 

to enable a fire-fighter to carry out highly dangerous extinguishment and rescue works with the self-contained breathing apparatus 

which require thorough protection of head, body, arms and legs. This type of garment is also suitable for industrial use, mainly in the 

environment with high levels of radiant heat. The manufacturer recommends to use the breathing apparatus also in industrial 

environments to prevent a potential hazard of smoke inhalation inside the garment. 

 

Recommended equipment which can be used together with the protective garment – all certified equipment, for example the 

helmet Gallet (in compliance with standards EN 443, EN 397 or EN 14052), footwear Haix (compliant to standards EN 15090 and EN 

20345), breathing apparatus Saturn and Dräger. In case you use different kind of equipment, please, discuss its suitability with 

manufacturer. 

 

The manufacturer recommends to wear the reflective garment together with fire-resistant underwear and fire-resistant station 

uniform PSII or other garments in compliance with standard EN 469. 

 

It is not possible to estimate the time during which the protection is effective - it depends on special conditions which cannot be 

predicted in advance. The hazards resulting from these conditions can change very quickly and in a large scale. The previous physical 

or mental exhaustion and/or stress of the wearer can also affect the period of protection ensured by the protective equipment.  

 

No other person is needed to don and remove the garment. However, some help might be needed under special conditions. When 

you don the garment check that all closures have been fastened properly. When you take off the garment, mind the burn hazards 

caused by hot garment. 

 

The garment is worn only during the direct fire fighting. Immediately after the intervention, the wearer should move away from the 

source of heat and take off the garment to eliminate the heat stress hazard. Check the garment before every use to make sure it is 

complete and/or without any damage which can lead to the degradation of its properties. The wearer must undergo a special 

training and learn how to use and maintain the garment properly. The training must include the information about the limits the 

garment has. The wearer should not forget to remove the garment immediately after the execution of work. 

 

 

 

Maintenance: 

 

 

 

Storage: 

Reflective (double) aluminized layer provides a high-level of radiant heat protection. Any damage of aluminized layer or the excessive 

use of the garment can lead to the vast degradation of its properties. Store in dry and well-ventilated areas away from direct sunlight 

and UV rays. Protect from any damage.  

The garment is supplied in its original packaging as a set in the zipped bag - it is in compliance to the required type of garment. 

 

Notes: 

Keep the garment clean, a soiled garment might not provide the required level of protection. The garment provides the required 

level of protection only in its original version, i.e. without any unprofessional or incorrect manipulation. In case of any vast damage, 

such as punctures, ripped seams, burns, cuts or abrasions which can lead to the degradation of the protective properties, the 

garment must not be used. Such garment must be discarded or repaired by the manufacturer. In case of contact with flames or 

accidental splashes by chemicals and/or flammable liquids, the wearer must retreat and take off the garment immediately, clean it 

and, if necessary, discard a contaminated garment. In case the reflective safety garment gets soaked, it must be dried in the 

environment with proper air circulation. To meet the requirements of standard EN 1486, the garment must ensure the protection of 

the body, head, neck, arms (including hands) and legs (including feet).  

The garment keeps its protective properties only in the environment with standard volume of oxygen. Manufacturer does not 

warrant nor shall manufacturer be liable, or in any way responsible, for damages to a product caused by abuse (including, but not 

limited to, improper use, lack of reasonable care and maintenance and/or any alteration). In case of any questions, please contact 

the manufacturer. 
 

You will find a Declaration of Conformity at www.goodpro.cz 

 

Notified Body 1023 performed EU Type-Examination of the suit GoodPRO HR2 FireFly 

http://www.goodpro.cz/

